If the foot section of the bed does not go flat after pressing the flat
button on the remote control , it can be adjusted by turning the
turnbuckle clockwise to raise the foot section or anticlockwise
to lower the foot section . The turnbuckle is located on the foot
leveler (See figure 9).
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Step 4:
Locate the Wireless Remote control and insert 2 AAA batteries
(See Figure 2)
Step 5& 6:
Plug electrical cord into a grounded electrical outlet.
- Using the Wireless Remote, push the Head Up button, Foot Up
button and the vibrating motor for a momentary test of the Wireless
Remote. If the motor is working quickly let go of the button and skip
to step 8.
0
Step 7:
Synchronize the remote with the control box. First find the black box
(control box ) mounted in the mid section of the bed. Hold in the
and
on the remote control, then press the RESET button(See
Fig.3) on the side of the control box or on the extension cord , you
will hear some quick Beeping sounds. The adjustable bed should be
working after matching the remote with the control box. Press the Head
Up button to test . The RESET button also can be used as emergency
lowering to flat the bed base , when press once , it adjusts bed to the
level position .

RESET
button
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Step 8:
-Unplug the Power Cord.
-Install the four legs firmly into the base of the frame. The legs screw
into the threaded holes in each corner of the adjustable base frame
(See Figure 4). The legs are stackable. The combination give you a set
of four 3",6"or 9"legs.
-Do not over tighten.
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Step 9:
With the help of your able-bodied assistant , carefully lift the
adjustable bed frame and set it in place upright on its legs . Excessive
pressure may damage the legs. Remove all protective plastic covering.
Note: check and make sure that all power cords clear and do not
interfere with any Adjustable Bed Mechanisms; Dispose of covering
property to avoid injury.
Step 10:
Note : The Mattress Retaining Bar is mounted upside down for
shipping only . Remove the Mattress Retaining Bar on the foot of the
bed and turn the bar upright and reinstall by carefully aligning and
pushing the bar into place . Inset the retaining clips to secure the bar
into place . (See Figures 5 & 6. ) The retaining bar is to prevent the
mattress from slipping out the base and should not be used as a
handle of the base. Using as a handle will damaged the retaining bar
holders. Screws come out from the retainer bar holders will be
considered as a damaged part and not a defective part and is not
covered by the warranty.
CAREFULLY REMOVE AND
TURN THE MATTRESS
RETAINING BAR UP. ALIGN
BOTH ENDS WHILE
SLIDING IT INTO PLACE.
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